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Alignment



High-Definition
Imaging Sensors
�  Provide FAST target acquisition–  
  optimized for HIGH-SPEED alignment 

performance.

�  Use multidimensional modeling for 
fast and accurate measurements.

�  Feature four high-resolution cameras 
that provide instantaneous updates.

�  Reduce service bay space 
needed to perform alignments.

™

Compatible

Compatible

 Hunter’s WA alignment consoles have 
upgraded PC hardware and many popular 
premium features standard.

The WA is available with special cabinet 
designs that hold alignment tool kits and 
aftermarket correction kits.
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 Hunter WA
Alignment Consoles

 Shown with optional 30-418-1
Plus Wireless Remote Indicator.



High-Definition
Imaging Sensors
Speed Service

Four stationary cameras 
(one for each wheel) measure 
the position and orientation 
of alignment targets.

Lightweight, cordless targets
are easy to install.

HawkEye™ sensors use multidimensional modeling 
to provide fast, accurate alignment measurements. 
The operator can use either live plane mode, which 
uses the targets as a reference plane, or the tradi-
tional patented alignment mode, which uses the rack 
runways as a reference plane.  Four high-resolution 
digital cameras continuously measure wheel target 
position and orientation.

High-Definition
Alignment Targets
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�   Enhanced for use with high-defi nition HawkEye 
sensors, providing a larger horizontal and vertical 
fi eld of view.

�   Small, light and very easy to handle.

�   Feature corrosion resistant, shatterproof aluminum 
faceplate, impact-resistant housing and protective 
bumpers.

�   Virtually maintenance-free!  No electronics to
 damage if dropped, no calibration and no cables. 

�   Standard self-centering wheel adaptors fit 10” to 
24.5” rims.  Optional extensions and adaptors are 
available for specialty and hard-to-mount wheels.

™




